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System 1200 Newsletter – No. 26 
v2.10 Firmware – What’s New 

V2.10 – WHAT’S NEW? 

Last week, v2.10 firmware for System1200 in-
struments was released. This latest firmware can 
be loaded onto all System1200 instruments – 
TPS1200, GX1200 and GRX1200. 

This new firmware contains mainly new features 
for the GRX1200 (reference station GPS sensor) 
but also does contain some very useful features 
for the GX1200 and TPS1200.  

A complete overview of all new features can be 
found in the System1200 v2.10 Release Notes 
which are available on all System1200 v2.10 
firmware CDs. Alternatively they can be obtained 
from the Leica download web page when 
downloading the firmware itself: 

http://downloads.leica-
geosystems.com/downloads/. 

Note, the new firmware is protected which 
means that a valid maintenance contract is re-
quired for each instrument. If the contract is not 
valid then the firmware cannot be loaded. 

This newsletter describes the features of the 
“main” firmware and the loadable application 
programs. 

NEW FEATURES – MAIN FIRMWARE 

This section describes the new functionality 
which can be found in the “main” firmware – new 
features found in the loadable application pro-
grams are described later. 

Note, some new features are common to both 
the GPS and TPS instruments – others are in-
strument specific. 

NEW FEATURES COMMON TO BOTH GPS AND 
TPS 

PIN and PUK Codes: It is now possible to con-
figure your System1200 instrument such that 
each time the instrument is turned on, a PIN 
code must be entered before the instrument can 
be used. This may be useful where in some 
countries where insurance companies offer lower 
insurance premiums for instruments which can 
be protected in this way. 

You can activate this functionality and choose 
the PIN code (which must consist of between 4-6 
digits) in the CONFIGURE Start Up & Power 
Down panel PIN Code page view.  


